DVANCED
BUILDING
PRODUCTS INC.

P.0. BOX 98, SPRINGVALE, MAINE D40B3 tel. 1-B00-252-2306 or 1-207-430-2306
fax 1-207-490-2998 htep:/ /www.advancedflashing.com

Material Safety Data Sheet

Product Name: Type R Cement HMIS Codes: H F R I
Product Code: BY70 130G

Section 1 - General Information

Manufacturer’s Name: Advanced Building Products, Inc.

Address: 95 Cyro Drive, P.0) Box 98, Springvale, ME 04083
Emergency Phone: 1-800-424-9300 Information Phone: 207-490-2306
Date Revised: March 1, 1993 MNume of Preparer: M. Fortin

SECTION [1 = HAZARDOUS INGRED]ENTS/SARA 111 INFORMATION

HAZARDOUS COMPONENTS - HEXANE (CAS 110-54-1)
WEIGHT PERCENT - J30=40

OCCUPATIONAL EXPOSURE LIMITS

OSHA - SOPEM, PEL - , ACGIH - 50FPM, TLV -
OTHER - |, LD50 SPECIES & ROUTE - LOSO SPECIES & ROUTE -

ex#NO TOXIC CHEMICAL(S) SUBJECT TO THE REPORTING REQUIREMENTS OF
SECTION 313 OF TITLE II1 AND OF 40 CFR 372 ARE PRESENT.®®u

SECTION 111 - PHYSICAL/CHEMICAL CHARACTERISTICS
ROTLING POINT: 149 F SPECIFIC GRAVITY (H20=1): 0%

VAPOR DENSITY: HEAVLIEE THAN AIR

EVAPORATION RATE: SLOWEER THAN N-BUTYL ACETATE
SOLUBILITY IN WATER: NEGLIGIEBLE

APPEARANCE AND ODOR: TAN COLOEBED PASTE, PETROLEUM ODOR
FREEZING POINT: pH:

COEFFICIENT OF WATER/OIL DIST: ODOR THRESHOLD:

SECTION IV - FIRE AND EXPLOSTON HAZARD DATA

FLASH POINT: 0 F METHOL USED: TCC
FLAMMABLE LIMITS IN AIR BY VOLUME - LOWER: 1.0% UPPER: &.0%
EXTINGUISHING MEDIA: FOAM, ALCOHOL FOAM, CO2, DRY CHEM., WATER FOG

SPECIAL FIREFIGHTING PROCEDURES
WEAR RESPTRATOR { PRESSURE-DEMAND, SELF=CONTAIMED BREEATHING
AFPPARATUS, MEHA/NIOSH-APPROVED/EQUIVALENT) AND FULL PROTECTIVE
GEAR. [SE WATER SPRAY TO COOL CONTAINERS., AVOID SPREADING BURMNING
LIQUID - WITH WATER USED FOR COOLING PURPOSES.
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UNUSUAL FIRE AND EXPLOSTON HAZARDS

VAPORS MAY TEAVEL TO SOURCE OF IGNITION AND FLASH BACK. DO NOT USE
JET 3TREAM OF WATER TO PREVEMNT SPREADING FIRE.

FLAMMABILITY - T.D.G.R. CLASS
SENSITIVITY TO IMPACT

SENSITIVITY TO STATIC DISCHARGE

SECTION V = REACTIVITY DATA

STABILITY: STABLE

CONDITIONS TO AVOID: AVQID EXCESSTIVE HEAT AND FLAMES (IGNITION
SOURCES ) .

INCOMPATIBILITY (MATERIALS TO AVOID): STRONG QXIDIZING AGENTS

HAZABDOUS DECOMPOSITION OF BY-PRODUCTS: MAY FORM TOXIC MATERTALS!:
CARBON DIQXIDE, CARBON MONOXIDE, VARIOQUE HYDROCARBONS, ETC,

HAZARDOUS POLYMERIZATION: WILL NOT QCCUR
SECTION V] - HEALTH HAZARD DATA

TNHALATION HEALTH RISKS AND SYMPTOME OF EXPOSURE

BREATHING HIGH CONCENTRATIONS OF WVAPORSE OR MWIST MAY CAUSE
IRRITATION OF THE NOSE AND THEOAT AND SIGNS OF NERVOUS SYSTEM
DEPRESSION {(EG., DROWSINESS, DIZZINESS, AND LOSE OF COORDINATION] .

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSIURE

THIE MATERIAL MAY CAUSE SKIN-EYE IRRITATION. PROLONGED OR REPEATED
EXPOSUEE TO THIS MATERIAL MAY CAUSE REDMNESS, BURMING, AND DRYING
ANT) CRACKING OF THE SKTN. PERSONS WITH PRE-EXTISTING SKIN DIS0ORDERES
MAY HE MOR SUSCEPTIBLE TO THE EFFECTS.

SEIN ABSORPTION HEALTH RISKS AND SYMPTONS OF EXPOSIRE

MO HARMFUL ECEFFECTS HAVE BEEN DEMONSTEATED} IN SKIN ABSORFPTION
STUDIES.






